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Abstract
Transparent ceramics match or exceed the performance of single-crystal
materials in laser applications, with a more-robust fabrication process.
Controlling the distribution of optical dopants in transparent ceramics
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would allow qualitative improvements in amplier slab design, by allow-
ing gain and loss to be varied within the material. My work aims to
achieve a controlled pattern or gradient of dopant prior to sintering, in
order to produce tailored ceramics. This will require an understanding of
dopant diusion during sintering. I plan to investigate the neodymium-
doped yttrium aluminum garnet (Nd:YAG) system, developing fabrication
techniques and measuring Nd diusion rates, with the goal of building a
general diusion model for this system. The results of experiments in
green body fabrication will be included in the data that guide modeling,
to allow that model to apply as broadly as possible.
Part I
Background
1 Laser ceramic basics
Transparent ceramics are fabricated by sintering high-purity powders to form a
fully-dense polycrystalline body with a cubic crystal structure. Any signicant
birefringence, phase inhomogeneity, or porosity would scatter light, making the
material translucent. Several decades of improvement, detailed in section 2,
have resulted in ceramics that are transparent enough to be used as gain media
for lasers.
1.1 Advantages of laser ceramics
Transparent ceramics can match or exceed the performance of single crystals
in laser applications. For instance, Nd:YAG ceramics have been produced
with scattering coecients of less than 0.15%/cm, which is better than the
0.2-0.4%/cm observed in Nd:YAG single crystals grown by the Czochralski
method[1].
Ceramic ampliers have many advantages over single crystals, including
greater mechanical toughness[2], less residual stress, better optical homogeneity[3],
and fewer constraints on dopant distribution and solubility.
The increase in toughness is due to microstructure: grain boundaries within
ceramics frustrate crack propagation, making the material less brittle and better-
able to withstand mechanical damage.
Small grains also prevent defects such as twin boundaries from extending
far enough to signicantly degrade optical properties, resulting in better overall
homogeneity.
Another source of optical defects in single crystals is residual stress, which
arises from the thermal gradients that cause crystals to grow from molten ma-
terial. A dierence in thermal contraction at dierent parts of the boule causes
elastic strain to be frozen into crystal ampliers, leading to small but signicant
optical eects. By contrast, a ceramic slab is sintered at a very nearly constant
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Figure 1: A comparison of optical homogeneity between ceramic (left, center)
and single-crystal (right) amplier slabs. All slabs are shown between crossed
polarizers.
temperature throughout its volume, and the large volume change that occurs
due to sintering allows for a nearly complete release of residual stress. Figure
1 shows some examples of the optical homogeneity of ceramics versus single
crystals.
The growth of single crsytals also places constraints on the distribution of
optical dopants. The solute concentration prole of a single crystal grown from
a melt is dictated by the segregation ratio for that particular crystal-solute pair.
This ratio is only 0.18 for Nd
3+
in YAG[4]. Rejection of solute into the melt
causes a concentration gradient in melt-grown crystals, theoretically in the form
shown in gure 2. Since laser ceramics are formed without melting, they can be
made witha uniform concentration. An increase in solubility below the melting
point also allows Nd concentration in ceramics to be higher than is achievable
in a high-quality single crystal[2].
Figure 2: Theoretical concentration prole due to solidication from a perfectly-
mixed melt, with no solid-state diusion and a rejection ratio of 0.18.
While greater uniformity is possible in ceramics, a controlled nonuniformity
of optical dopants is also an option; it is perhaps the most exciting option of-
fered by the development of laser ceramics. A ceramic green body can have
an arbitrary concentration prole, and will remain solid during subsequent pro-
cessing. This raises the possibility that a laser designer could specify a doping
prole, and sinter a solid-state amplier which is tailored to the needs of the
4
laser system.s
2 History of transparent ceramics
1
2.1 Early commercial translucent polycrystalline alumina
ceramics
The rst commercial translucent ceramic was a fully-dense PCA developed by
the General Electric Company and trade-named Lucalox(tm). It was patented
in 1962[6] and has been extensively used as the discharge envelope for high-
pressure sodium lamps. Although not transparent, it diusely transmits the
sodium discharge light. More recently it is also being used as the discharge en-
velope for high-pressure metal-halide lamps, which, because of their high color
rendition, are being used in both indoor and outdoor applications. The key
to the development of nearly pore-free PCA was the addition of magnesia as
a dopant to inhibit grain growth during sintering[7]. Earlier work on alumina
showed that pores are closed during the nal stages of sintering by material
transported from grain boundaries via bulk diusion[8, 9]. In traditional ce-
ramics, grains often envelop pores during rapid growth, and the bulk diusion
path to remove them is too long for a practical rate of sintering to continue[10].
Figure 3: Acceptable porosity in YAG laser ampliers
Lucalox is fabricated by starting with a high purity alumina powder, such as
that produced by Baikowski International through the ammonium alum pro-
cess. The alumina powder is thoroughly blended with a suitable organic binder
1
Section 2 is adapted from recent work by the author[5], in press at the time of writing.
Major additions to section 2.5.2 appear here, but the remainder of the section is largely
unchanged.
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and a few hundred parts per million (ppm) by weight magnesia. Tubes or other
parts are extruded and, after baking out the binder at around 1100  in air,
the parts are sintered at ~1800 in an atmosphere of hydrogen for six hours[6].
Peelen[11] showed that PCA with quality similar to Lucalox could also be made
by hot pressing alumina.Although the porosity in Lucalox is very low, on the
order of 0.1 to 0.01 %, it is still too high for transparency. Soules[12] and later
Peelen[13] showed through Mie scattering calculations, similar to those shown
in gure 3, that the optical properties of PCA could be explained by the re-
maining porosity. Soules also showed that the birefringence of alumina and the
presence of magnesia dopants would cause rays to deviate, but would not be an
important contributor to the reectance of the material.
Transparent MgF2 ceramics were rst formed by vacuum hot-pressing this
material. The process was patented[14] and used for making missile domes trans-
parent in the infrared. Vacuum hot pressing of transparent CaF2[15], LaF3[16],
MgO[17, 18], ZnO[19], ZnS[20] and other materials was developed and patented
in the period between 1964 and 1968. W. F. Parsons[21] reviewed the history
of optical elements made by hot pressing up to 1972.
By the late 1960s, two groups reported fabricating transparent yttria (Y2O3)
ceramics by hot forging. Brissette et al.[22] thermo-mechanically deformed a
pressed powder sample of yttria heated to 100  below sintering by pressing it
without a die. They observed anisotropy in the grain orientation and showed
higher transparency in the forged sample compared to a sample pressed uni-
axially with a die. Lefever et al.[23] started with yttria powder ~ 3 µm in
size and milled it with 3-5 wt % LiF. The powder was rst cold pressed and
then subjected to a vacuum hot press similar to Brissette et al. When the
temperature reached 850-900  and pressure 8.3 MPa, the die broke and the
forging began. The pressure was ramped to ~80 MPa and held for 12 hours.
The workers claimed good transparency with transmission close to that of a
single crystal. Dutta and Gazza[24] also produced yttria ceramics with good
transparency by hot pressing. The important processing conditions were the
temperature at which pressure was applied, the heating rate and the use of a
non-reactive spacer material between the anvil and the sample. Anderson[25, 26]
developed YttraloxTM, a transparent yttria based ceramic containing also 2-15
mol % ThO2, ZrO2 or HfO2. As in the case of LucaloxTM the dopants were
grain growth inhibiters. Yttralox was prepared by rst thoroughly mixing the
powders, cold pressing at 70 MPa and then sintering in hydrogen in a Mo strip
furnace at 2000 to 2200  for four hours with no external pressure.
2.2 The rst laser ceramics (1964-1975)
2.2.1 Fluorides
Hatch, Parsons and Weagley[27] at Eastman Kodak Company were the rst
to report laser amplication from polycrystalline ceramics, Dy2+:CaF2 and
Dy2+:SrF2. The uoride ceramics were prepared by rst vacuum melting the
desired portions of CaF2 and DyF2 and then pulverizing the solidied material
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to ~150 µm. The ceramics were fabricated by vacuum hot pressing similar to
that described in the references above. The ceramic Dy2+:CaF2 was transparent
and exhibited laser oscillation at cryogenic temperatures. However, performance
was not as good as for single-crystal Dy2+:CaF2 lasers. Lower eciency was
attributed to scattering by very ne inclusions of perhaps CaO.
2.2.2 Yttria
The rst polycrystalline oxide laser was Yttralox, with ~ 10 % thoria as a grain
growth inhibitor and 1 % Nd2O3 as the optically-active dopant ion, reported
by Greskovich and Chernoch[28] in 1973. Appropriate amounts of the nitrates
were dissolved and dripped into a solution of oxalic acid to co-precipitate a
mixed oxalate salt, which was washed and calcined to form an oxide powder.
The powder was cold pressed, then sintered in dry hydrogen (dew point 70 )
for 6 hours at 2170 [29]. They emphasize the importance of ball milling the
powder before sintering to decrease porosity. Pore densities were measured by
counting pores observed under an optical microscope and were typically less
than one to a few ppm[30]. Unfortunately, laser slope eciencies were much
lower than expected and laser thresholds were higher. They attributed the low
laser eciency to local variations in the material's index of refraction[31]. After
these early studies a number of other authors have attempted to make use of a
second phase during sintering. Additives studied included BeO[32], Al2O3[33],
MgO[33], La2O3[34, 35], and LiF[36]. Some of these were chosen to be transient
phases, which would inuence the sintering process and subsequently evaporate
or re-dissolve.
2.3 Transparent ceramics (1975-1995)
Following the work of Greskovitch and Chernoch there is a dearth of publications
using transparent ceramics for lasers until 1995. In the meantime, however, there
were a number of developments in the eld of transparent ceramics that impact
the preparation of later laser ceramics.
2.3.1 AlON
The optical anisotropy of non-cubic materials, such as α-alumina, will distort
a beam of light passing through randomly oriented grains. However, the ad-
dition of aluminum nitride stabilizes the cubic γ-phase of alumina to form a
material known as AlON or nitrogen-stabilized cubic alumina. There is a rel-
atively wide range of compositional stability centered at 5AlN·9Al2O3[37]. To
make transparent ALON ceramics α-alumina is ball milled with AlN in ethanol
for 12 hours. It is then isostatically cold pressed and pre-reacted at 1200 for
24 hours. Sintering is carried out at 1975 in a BN-covered crucible. Mc-
Cauley and Corbin[37] carried out a systematic study of phase equilibria for the
AlN-Al2O3 system in owing N2, and, in the process, produced a translucent
material. The Raytheon Company signicantly improved the transparency of
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AlON ceramics by optimizing the process and adding a small amount of yttria
(~ 600 ppm) and ~ 100 ppm boron from crucibles[38]. Raytheon's ALON(r) has
been made in large pieces for use as missile windows and transparent armor.
2.3.2 Spinel
Another important transparent ceramic material considered for infrared mis-
sile windows and transparent armor is spinel, MgAl2O4. The rst reports of
translucent spinel are from 1974. Bratton[39] calcined a Mg/Al hydroxide co-
precipitate (CP) at 1100  for 4 hrs. The powders were screened (~200 mesh),
ball milled and calcined at 1100 . A small amount of calcium, 0.5 - 1.0 wt %,
was added by mechanically blending the powder in a calcium nitrate, sulfate or
chloride salt solution, drying and again calcining to remove the volatile anions.
Sintering was carried out rst at 1500  in vacuum and then 1750-1850  in
vacuum or Ar.
Since these early studies there have been numerous syntheses reported of
spinel. In addition to using dierent high purity sources of Mg and Al, dierent
sintering and compacting techniques have been used. Hot pressing[40] achieved
better results than those quoted above for sintering without pressure. Hot
pressing of transparent spinel generally requires adding a small amount (~ 2 wt
%) of LiF as a sintering aid[41]. Villalobos, et al.[42], at the Naval Research
Laboratory claimed that to fabricate spinel to high transparency reproducibly
required a homogenous distribution of LiF in the precursor material. LiF must
also volatilize out of the material, which can limit the thickness of a nished
ceramic body.
Sample preparation by Li et al.[43] began with co-precipitation of a mixed
carbonate. An aqueous solution of high-purity aluminum and magnesium ni-
trates was added drop-wise to a 0.15M solution of NH4HCO3 with stirring at
50 . The solution was aged for 12 hr and then suction ltered, washed, rinsed
with ethanol and dried. The powder was isostatically pressed and vacuum sin-
tered for 2 hrs. Shimada et al. used commercial spinel, magnesia and alumina
powders, ball milled together for 16-64 hours, isostatically pressed, sintered,
and further densied in a hot isostatic press (HIP)[44, 45]. HIPing was rela-
tively new to ceramic fabrication. It involves a two stage process. First the
green structure is sintered in a high vacuum to ~ 92 % of theoretical density to
close pores. The closed-pore sintered part is placed in a high-pressure vessel,
and the vessel is heated and lled with typically 200-400 MPa of Ar. The high
hydrostatic pressure closes residual porosity.
Bickmore et al.[46] developed a ame spray pyrolysis (FSP) technique for
making various ceramic raw materials. For spinel, a double alkoxide metal-
organic is prepared by heating a suspension of the Al and Mg oxides or hy-
droxides in triethylamine and ethylene glycol at 200 . After complexation,
the solution is mixed with alcohol and fed into an oxygen-natural gas ame.
The result is spherical <30 nm sized non-agglomerated particles that are col-
lected by means of an electrostatic precipitator. This type of precursor will be
discussed in more detail in a later section. Due to its high surface area and
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non-agglomerated nature the powder is "active" in sintering. This attribute,
combined with a high-pressure, low-temperature sintering, allowed the develop-
ment of a transparent material with grains less than 100 nm in size[47].
2.3.3 Yttria
Vacuum-sintering followed by HIPing was also applied to yttria, producing 80%
in-line transmission without the need for any sintering aid. However, even when
the initial vacuum sintering was kept to as short a time as possible, some re-
duction of the oxide occurred, and annealing in air was necessary to recover
transparency[48]. This process was rened to include a grog of oxides, such as
ZrO2, to prevent reduction in the HIP vessel[49]. Hot pressing at lower temper-
atures, followed by a slightly higher-pressure HIPing step yielded better-quality
yttria without any reported reduction of the oxide[50]. In a very recent attempt
at second-phase sintering, Belyakov[51] used 6 mol % hafnia to pin grains dur-
ing the sintering of yttria. An in-line transmission of 64% was achieved via
vacuum sintering. Raytheon has developed yttria, spinel, and ZnSe windows
large enough for missile domes and other government applications[52]. The yt-
tria windows were made by starting with 99.99 % yttria powder, milled so that
there were no agglomerates and an average particle size of 1-2 µm, and formed in
a Teon-coated mold placed in an isostatic press. The green body was heated to
1350-1450 to drive o volatile substances such as dispersants. It was sintered
at a temperature of 1800-1900 to achieve closed porosity and then HIPed for
1/2-10 hours at a temperature of 1700-1900 and a pressure of 170-200 MPa.
The sample was later annealed in air at 1400-1800  to remove discoloration
due to reduction[48].
2.3.4 ZnSe and other windows
ZnSe is the most commonly used optical window for infrared radiation with λ =
5 − 20µm. Transparent ceramic parts are commercially available, prepared by
reacting H2Se with zinc vapor in a chemically vapor deposition (CVD) process.
Certain other materials, for example SiAlON[53, 54, 55, 56, 57, 58], LiAlON[59],
aluminum magnesium oxynitride[60, 44] silicon nitride[61, 62] and aluminum
nitride[63, 64, 65, 66] have been made translucent to transparent for potential
window applications.
2.3.5 Scintillators-Eu
3+
-doped rare-earth sesquioxides
Since the early 1980s transparent ceramic scintillators have been progressively
replacing single crystals in modern digital detectors, such as those on X-ray
computer aided tomography (CAT) scanners and positron emission tomography
(PET) scanners. Ceramics have many advantages over single crystals for scintil-
lators. They provide much broader range of materials and are easier to fabricate.
Scintillators for tomography absorb X-rays or gamma rays throughout a bar
1~3 cm long and a couple mm
2
in cross section, which serves as one pixel. The
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ionizing radiation excites luminescent dopant centers throughout the bar and is
converted, through relaxation and emission to a wavelength suitable for a silicon
or other detector. The emitted radiation must be eectively transmitted by the
bar to the detector at one end, but some amount of scattering can be accepted
(attenuation coecients < 100 % /cm). General Electric developed a transpar-
ent scintillator material with composition Y1.34Gd0.6Eu0.06Pr0.0001O3[67] for its
CAT scan systems. Gadolinia forms a solid solution with yttria up to ~40 at
% while keeping the cubic bixbyite structure, and is added for its higher X-ray
stopping power compared to Y. Eu
3+
is the luminescent dopant or activator. It
has near-unity quantum eciency in yttria/gadolinia, and emits in a single nar-
row band at 611 nm: a good match to a silicon detector. Pr
3+
or certain other
dopants are added in small amounts to suppress afterglow, which is important
since the detector bar will be addressed in every pass of the X-ray beam. This
scintillator ceramic was developed over several years. According to the patent,
it is fabricated by blending high purity yttria and gadolinia submicron powders
with the desired rare-earth activators in the form of oxides. Alternatively, the
inventors claim that the powder can be prepared by dissolving the appropriate
amount of the nitrates in water and then adding this to a solution of oxalic
acid, 80 % saturated at room temperature. The co-precipitated oxalates are
washed, neutralized, ltered and dried in air and then calcined at 800  for
1 hour. The powder is then ball milled or uid-energy milled to break up ag-
gregates that would cause porosity in the nal product. The green structure
is prepared by cold pressing the powder and then isostatically pressing to fur-
ther increase the green density. The green body is sintered at 1800-2100  in
vacuum or wet hydrogen (dew point 23 ) for between 1 and 30 hours. Al-
ternatively the powder may be pre-sintered at 1500-1700  to achieve closed
porosity at 93-98 % of its theoretical density and then HIPed at 1750 [68].
The resulting ceramic is black due to reduction but is rendered transparent by
heating in air at 1200 for thirty-two hours. Yttria/gadolinia scintillators can
also be prepared by hot pressing. If the oxalate precipitate is further rened
by agitating an aqueous suspension while admixing an eective amount of am-
monium hydroxide to increase the pH to 8-10, then it is possible to prepare
the scintillator material by pressureless sintering at between 1800 and 2100 
in wet hydrogen[69, 70]. Lu2O3:Eu
3+
has a still-higher X-ray stopping power
than yttria-gadolinia, and was studied as a highly ecient scintillator for digi-
tal radiography and uoroscopy[71]. Both laser and scintillator materials were
produced by co-precipitation of rare-earth nitrate solutions using oxalic acid.
After washing and calcinations the green structure was hot pressed, and then
heated in air for 2 hours at 1200  to remove reduction discoloration.
2.3.6 Scintillators-Gadolinium oxysulde:Pr
3+
Transparent ceramic (Gd0.999Pr0.001Ce0.0001)2O2S was developed by the Siemens
Company for X-ray tomography about the same time as yttria-gadolinia. Be-
cause it is not cubic there is some refraction, reection and birefringence at
grain boundaries. However it can be made transparent enough for the CAT
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scanner. The oxysulde is prepared starting with a water suspension of the ap-
propriate amounts of the oxides. One mole of sulfuric acid is added per mole of
rare earth ions. The reaction is carried out at a temperature around 70-100 
for 5-200 minutes. The precipitate, a rare-earth oxysulfate, is washed, ltered,
dried and calcined. Then the oxysulfate is reduced to the oxysulde by ring
in a reducing atmosphere of hydrogen, carbon monoxide, or other reducing gas
at between 500 and 1000 [68]. According to the inventors the transparent
ceramic can be produced by uniaxial hot pressing, HIPing or sintering without
pressure. Matsuda[72] suggests sealing the green structure in a exible metal
envelope made of tantalum or niobium before performing the HIP at 1300-1800
. A good review of scintillator materials including a comparison between ce-
ramic scintillators and single crystals up to 1997 is given by Greskovich and
Duclos[1].
2.3.7 High energy ceramic scintillators
Recently there has been considerable interest in scintillators for high energy
gamma rays and positron emission tomography (PET). These scintillators must
have very short decay times and recovery times. Ce
3+
is the activator of choice
because it eciently luminesces in several hosts, and because the allowed d-f
transition has a lifetime on the order of tens of nanoseconds, depending on the
host. In 1996, General Electric patented a method for making ceramic garnet
scintillators with the chemical formula A3B5O12 including gadolinium gallium
garnet (Gd3Ga5O12), gadolinium scandium gallium garnet (Gd3Sc2Ga3O12),
and gadolinium scandium aluminum garnet (Gd3Sc2Al3O12)[73] with Cr
3+
or
Ce
3+
or Nd
3+
ions as activators. To prepare these ceramics, the oxides were
dissolved in hydrochloric acid and then precipitated as hydroxides by drop-wise
addition of ammonia, until the pH was in the range of 7.8-8.3. The precipitate
was washed, rinsed with alcohol, dried, calcined at 900, cold pressed and iso-
statically pressed. The green structure was sintered in an oxygen atmosphere at
1400-1600. These ceramic scintillators showed more loss than single crystals,
transferring energy to defects, perhaps at grain boundaries[73]. Lutetium alu-
minum garnet, Lu3Al5O12 (LuAG), is a promising scintillator host having high
X-ray and gamma ray absorption due to the high atomic number and density
of Lu. Lutetium silicate (Lu2SiO5) doped with Ce has also been sintered as a
scintillator[74]. Very transparent ceramic slabs of LuAG materials have been
produced by using a carbonate precipitation similar to that discussed for laser
ceramics in the latter half of Section II, 4 (A). Lutetia is dissolved in nitric
acid and added to a solution of aluminum nitrate. The mixed nitrate solution
is added at 2 ml/min into 2M ammonium hydrogen carbonate solution under
mild stirring. The resulting precipitate is ltered, washed, dried and calcined as
above and isostatically pressed into a green structure. Sintering is carried out at
1850  for 6 hours in a hydrogen atmosphere. The advantage of the carbonate
precipitate is small particle size and little agglomeration resulting in quite trans-
parent parts[75]. Ce-doped LuAG was also made via reactive sintering, by ball
milling very pure lutetia, alumina and ceria in the correct proportions in alco-
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hol and then sintering the pressed blended oxides in a vacuum at 1760 for 10
hours, followed by annealing at 1450  for 20 hours[76]. LuAG was also made
via reactive sintering, by ball milling very pure lutetia, alumina and ceria in the
correct proportions in alcohol and then sintering the pressed blended oxides in a
vacuum at 1760 for 10 hours, followed by annealing at 1450 for 20 hours78.
Kuntz[77] compared the reactive sintering method of Li et al.[76] with FSP pro-
duced LuAG. Both materials were vacuum sintered for 8 hours at 1800 . The
FSP route led to signicantly improved optical properties. Today, cerium-doped
YAG with very good transparency can be purchased commercially.
2.3.8 Transparent ceramic electrooptics
Another area of interest in lasers is optical switching. Transparent ceramic
electrooptic materials-solid solutions of the perovskites: lead zirconate, lead ti-
tanate and lanthanum zirconate, i.e. (Pb, La)(Zr, Ti)O3 or PLZT-have been
studied for almost 40 years[78, 79, 80]. Transparent ceramic PLZT has ad-
vantages over competing technologies, such as liquid crystals, in simplicity of
construction and fast response. A disadvantage is the relatively high voltages
required for switching. PLZT is fabricated either by blending and ball milling
appropriate amounts of the high purity oxide powders, PbO, ZrO2, TiO2 and
La2O3 (a mixed oxide (MO) process), or by an organometallic process. The
latter process involves starting with high-purity liquid tetrabutyl zirconate and
tetrabutyl titanate, which are mixed with lead oxide in a high-speed blender and
then precipitated by adding a water solution of lanthanum acetate. The slurry
is dried, calcined, wet milled and cold pressed prior to sintering[81]. Haertling
and Land[79] were the rst to achieve transparency in ferroelectric ceramics.
This group achieved 80% transmittance in an 8% La sample via hot pressing,
with a refractory powder such as magnesia around the part to prevent reaction
with surrounding materials, at 1100-1300 and 14 MPa for 10 hours. Snow[82]
showed that excess PbO2 could be used to create a liquid phase during sinter-
ing, allowing translucent materials to be fabricated by a pressureless sintering
process. This required a sintering atmosphere rich in O2 and PbO2 vapor, and a
controlled rate of PbO2 evaporation from the nished product to allow closure
of the pores left by removal of the second phase. Results were not quite as
good as for hot-pressing, with transmission of only 50%. More recently several
other compositions have been reported based on using lead niobate in place
of lead zirconate and a divalent cation to balance the charge in the perovskite
structure[83]. Pb(Mg
1
3
Nb
2
3
)O3-PbTiO3 (PMN-PT) has been developed, and it
has much less hysteresis than PLZT. It also has an isotropic cubic perovskite
structure, which can be easily distorted by applying an electric eld, producing
birefringence that varies quadratically with the eld. The electrooptic eect
is 2-5 times higher that that of PLZT and 100 times higher than LiNbO3.
Nanosecond modulation has been achieved[84]. PMN-PT can be prepared by
either the MO or CP process but the co-precipitation process is preferred for
higher purity and a more-homogenous material. Powder preparation is most
important to the transparency. The transparency achieved in OptoCeramicTM
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PMN-PT at Boston Applied Technologies, Incorporated matches or is slightly
better than PLZT, ~3 dB/cm attenuation at a wavelength of 1.5 micrometers.
PLZT has also been studied as a laser host material. Spectroscopic studies were
carried out by de Camargo et al.[85], for ceramics doped with Nd, Er, and Yb.
The following year, stimulated emission was observed in Nd-doped PLZT[86].
2.4 Laser ceramic gain media (1995-2005)
2.4.1 Laser quality ceramic Nd:YAG
Nd:YAG is probably the most commonly used solid-state laser material. Sin-
gle crystals are grown using the Czochralski (Cz) method. Translucent YAG
ceramic was rst made using SiO2 to aid sintering or MgO to inhibit grain
growth. These ndings emphasized the importance of smaller, more-uniform
powder grains, and recommended silicon-based additives over magnesia[87].
In 1995, Ikesue et al.[88] demonstrated transparent ceramic Nd:YAG samples
with an attenuation coecient at 1000 nm (measured by using the slope of the
log of the transmitted intensity versus sample thickness) of 0.9 % / cm. This
was a dramatic improvement over the transparencies of any of the ceramics
discussed above, providing impetus to subsequent development of transparent
ceramics for commercial lasers. Ikesue also showed a comparison of the lasing
power of ceramic YAG with 1.1 at % Nd versus a single crystal doped at 0.9 at
% Nd as a function of input pumping power. The ceramic had a comparable
threshold for lasing, ~300 mW, and comparable lasing eciency, ~28 %. Ikesue
also showed the pore structure and the change in density during heating by
interrupting heating of samples at dierent temperatures. A comparison of
properties of the sintered ceramic versus the single crystal showed that Vickers
hardness, refractive index, room and higher temperature thermal conductivity,
and optical properties were essentially the same as those of the single crystal.
In the same year, Ikesue et al.[89] reported on Cr
3+
/Nd
3+
co-doped YAG.
Cr
3+
absorbs radiation throughout the visible region of the spectrum, mak-
ing it a good absorber for ashlamps or perhaps sunlight. The energy is then
transferred non-radiatively to Nd
3+
for lasing at 1064 nm. Ueda suggested this
approach for potentially a solar pumped laser[90]. Ikesue et al.[3] prepared sam-
ples by rst synthesizing the oxide powders by alkoxide precipitation of Al from
solution, pyrolysis of Y(OH)2Cl, and oxalate precipitation of Nd. After calcina-
tions, the Al2O3, Y2O3 and Nd2O3 powders were blended and ball milled using
high purity alumina balls for 12 hours in alcohol mixed with 0.5 wt % tetraethyl
orthosilicate (TEOS). They claim that both the small addition of silica (mea-
sured at 320 ppm in the nal part) and the preparation of the raw material
powders are key to obtaining their transparency. They indicate that their raw
material powders are all at least 99.99 % pure and have median particle sizes of
60 to 500 nm. The slurry was dried using a spray drier with the atomizer rota-
tion speed adjusted to give granulated spherical particles < 100 µm in diameter.
Spray drying conditions can also be used to control porosity. The granulated
powder was isostatically pressed into disks. Sintering was carried out for 20 to
13
50 hours under a vacuum of 1.3×10−3 Pa. Porosity was measured by microscopy
was ~150 ppm. Cooling after vacuum sintering should be done rapidly at >600
/hour. Ikesue et al.[91] showed that increasing the silica content and decreas-
ing the cooling rate results in a silica-rich grain boundary phase, which decreases
laser eciency by increasing scattering in otherwise-homogeneous, low-porosity
samples. Ikesue et al.[92] also tried adding a HIPing step to their process. A
series of experiments were performed varying the TEOS content and varying the
HIPing temperature and pressure. The results showed increased porosity due
to argon being dissolved in the silicate grain boundary phase and then being
released as argon gas bubbles when the pressure was released and the sample
cooled.
In 1995-1996, Ikesue, et al.[93] demonstrated that the Nd
3+
concentration
could be increased from 1.1 to 2.4 and 4.8 at % in their ceramic samples. These
higher concentrations are not possible in the single crystal because of the low
accommodation coecient for Nd in the YAG boule. The 1.1 and 2.4 at %
samples show a somewhat higher threshold for lasing than the 0.9 at % single
crystal and higher slope eciencies. The 4.8 at % sample shows lower eciency
due to concentration quenching. However, the high concentration of Nd
3+
is
potentially useful for microchip laser applications and Ikesue, et al.97 show that
for such applications, the higher Nd concentration can be up to 4 times as e-
cient as a 1 at % Nd single crystal. Lupei, et al.[94] studied the high-resolution
spectral properties of Nd:YAG ceramics made by the above process up to con-
centrations of 9 at % Nd. The spectra are consistent with Nd ions occupying
only the D2 sites of YAG similar to perfect ux-grown single crystals. With
increasing concentration, satellite peaks are consistent with a statistical distri-
bution of Nd-Nd next-nearest neighbor pairs, and at higher concentrations some
statistical triads of three Nd ions on near-neighbor D2 lattice sites. Emission
decay curves of the 1 at % ceramics are very similar to the single crystal. Decay
curves at higher concentrations can be explained by energy transfer and cross
relaxation with some energy migration. At higher Nd concentrations, absorp-
tion increases and the absorption bands widen, allowing Nd ions to be pumped
at 885 nm rather than the usual 808 nm. 885 nm pumping would reduce the
quantum defect heating of the lasing medium by ~30%[95].
Even before the Ikesue paper in 1995, a second group in Japan[96] had
achieved attenuation coecients of 2.5 - 3.0 %/cm for Nd:YAG ceramics us-
ing a dierent approach to the synthesis. Their approach was to rst carefully
prepare 1M solutions of YCl3, AlCl3, NdCl3, and (NH4)2SO4. These solutions
were mixed in the ratio of 50-x/30/x/30 where x was chosen to determine Nd
doping in the nal oxide. Next, 72 g of urea and 0.003 g of colloidal silica were
added to the solution. The temperature was raised to 95  and held for 2
hours, during which time the urea hydrolyzed and coprecipitated all the cations
as amorphous hydroxides. The coprecipitate was washed, ltered, calcined,
pressed into disks, and then vacuum sintered at 1700 . Said group measured
absorption and emission spectra of the samples with dierent Nd concentrations
and, except for the background attenuation from scattering, the spectral fea-
tures are the same as for the single crystal. The calculated induced emission
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cross section was≈ 49×10−20cm2, in reasonable agreement with values obtained
from laser measurements in the single crystal. Precipitation techniques contin-
ued to improve, further reducing the level of porosity. In the year 2000, Li et
al.[97] emphasized the importance of precipitate agglomeration, and compared
two methods of precipitation. A solution of pure yttrium and aluminum ni-
trates in distilled water was divided and added to two separate solutions, one of
ammonium hydrogen carbonate and one of ammonium hydroxide. The hydrox-
ide precipitate was gelatinous and more dicult to process than the carbonate
precipitate. The two precipitates were calcined in oxygen, isostatically pressed,
and vacuum sintered under comparable conditions. The YAG from carbonates
sintered more completely and with less agglomeration than YAG from mixed
hydroxides. Using carbonate co-precipitation methods later that year, Lu, et
al.[98, 99] claimed a porosity of ~1 ppm, in agreement with the theoretical cal-
culations shown in Figure 3 and two orders of magnitude less than observed by
Ikesue in his transparent ceramics. Unfortunately, it is not clear how the mea-
surement techniques should be compared. Lu, et al.'s method of preparation of
the starting powder is described in two Japanese patents [100, 99]. In the rst
patent, aqueous solutions of 1 M of YCl3 and 1 M AlCl3 were carefully prepared
and mixed together in the 3/5 volume ratio, and concentrated sulfuric acid was
added in molar ratio of 0.75 SO
2−
4 per metal ion. 2.5 M ammonium hydro-
gen carbonate solution was added drop-wise to the acidic metal ion solution to
achieve a pH of 4.8 (adding the precipitant to the metal salt solution is known
as the normal-strike precipitation). The solution was allowed to age for 12 hr
and then ammonia was added until the pH reached 7.5. By this time all metal
ions had precipitated. Six rounds of ltering and washing were carried out, until
the anion content of the euent was < 2000 ppm. After drying and calcining at
~1200, a ne, well-dispersed powder was obtained, which was uniaxially and
isostatically pressed, and then vacuum sintered at 1650  for 3 hours. In the
second patent the precipitation order is reversed (the reverse strike method).
Solutions of 0.5 M yttrium and aluminum nitrate were prepared and mixed in
the proper ratios and then the metal ion solution was added drop-wise with
stirring to a 2 M solution of ammonium hydrogen carbonate, keeping the pH
between 7.5 and 11 with ammonia. The solution was aged until the pH stabi-
lized in the range 7.5-11, and then ltered, washed, dried and ball milled for 24
hours, before being pressed and sintered as before. Lu et al.[98, 101] obtained
72 W of laser output from a Nd:YAG ceramic rod produced by the group at
Konoshima Chemical Co., Ltd. At the time this was the highest output achieved
in a Nd:YAG laser. Over the course of the next four years, decreased scatter-
ing led to further improvements in slope eciency from 58.5% to 62%[102] and
corresponding increases in laser output power. In 2002 Lu et al.[103] discussed
the properties of Konoshima ceramic Nd:YAG, pointing out that stimulated Ra-
man scattering and highly ecient laser oscillation suggested that this material
would be an excellent alternative to Nd:YAG single crystals. Instead of cold
pressing the powder, Konoshima was now ball milling the powder for 24 hours
in alcohol and binders and pouring it into a gypsum mold (slip-casting). After
drying, the slip cast sample can be removed from the mold, heated to remove
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organic binders and then sintered at 1750 . Ueda[104] has suggested that slip
casting provides a more uniform compaction without forced local compression
and possibly non-uniform density that may occur during cold pressing.
2.4.2 Laser quality ceramic Nd:YSAG and other garnets
Yttrium scandium aluminum garnet has a mix of scandium and aluminum in
the octahedral sites. This variety of ion environments causes inhomogeneous
broadening of the Nd emission and absorption lines, making possible a tunable
laser. A ten-fold increase in the width of the Nd spectral line allows 10ps pulses
to be produced[105]. Nd:YSAG can be made transparent using the mixed oxide
synthesis discussed above for YAG[106]. Lasers have been made from Nd- and
Yb-doped ceramic YSAG[1], showing signicantly broader emission peaks.
Terbium aluminum garnet (TAG) and terbium gallium garnet (TGG) have
also been made by Konoshima as Faraday rotators, a possible magneto-optical
switch. TGG has one of the highest Verdet constants for a Faraday rotator and
it is 40x higher at low temperatures[107].
2.4.3 Laser quality ceramic yttria, Y2O3
Unlike YAG, where a slight imbalance of metal ions can easily produce secondary
phases, yttria does not have a second metal ion component. Several precipitation
methods have been used to prepare laser quality yttria. Ikegami et al.[108]
precipitated yttrium hydroxide from a solution of Y(NO3)3·6H2O by adding a
2N aqueous ammonia solution at 10 ml/min and 0.36 g/100 ml of ammonium
sulfate. The precipitate was aged at 10 , 50  and 100 . After aging the
cold precipitate contains thin akes arranged as houses of cards. The sulfate
ions reduce anisotropy and result in more-spherical particles, which is reportedly
essential to achieving good transparency. In 2007, Fukabori et al.[109] published
a continuation of Ikegami's earlier work starting with a 0.3 M Y(NO3)3 and
Nd(NO3)3 solution and adding ammonia while stirring to precipitate Y(OH)3,
aging, then adding a 0.05 M (NH4)2SO4. The slurry was aged, washed and
calcined as usual. They found that the sulfate should be driven o as completely
as possible without forming large particles by calcining at 1080-1100 . Urea
precipitation was used successfully by Lu et al.[110] to fabricate Nd:Y2O3 and
a working laser slab in 2002[111], 2003[112], and 2004[113]. The 2002 paper
briey describes the fabrication method that was presumably used in all these
eorts. As in the urea precipitation discussed above, urea was added and the
solution was heated to near boiling. The resulting precipitate was ltered and
washed repeatedly, and dried for two days. The precursor powder was then
calcined at 1100 and ball milled for 24 hours. The milled slurry was then slip
cast. After organic components were removed by calcining, the green body was
vacuum sintered. Saito et al.[114] described the fabrication of transparent yttria
ceramics using a carbonate precipitation method. Yttrium nitrate hexahydrate
(99.99 % pure) was dissolved in deionized water. A 2.5 M solution of ammonium
hydrogen carbonate was dripped into the yttrium nitrate solution at a speed of
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2 ml/min (normal strike). The precipitated slurry was then aged for two days,
during which time the amorphous spherical carbonate crystallized and a 0.05wt
% ammonium sulfate solution was added. The precipitate was ltered and
washed repeatedly, and the ltered cake was dispersed in acetone and dried to
prevent aggregation. The powder was calcined at 1100 for 4 hrs. It was then
cold pressed and sintered at 1700  in vacuum, 10-3 Pa. In-line transmission
at 1000 nm was ~50 %, compared to 80% for a single crystal.
2.4.4 Laser quality ceramic scandia, Sc2O3
Scandium oxide has the same bixbyite crystal structure as yttria, but higher
thermal conductivity. Like yttria, Sc2O3 has been fabricated from several pre-
cursors. Li, et al.[115] thermally pyrolyzed scandium sulfate, S2(SO4)3·8H2O at
1200 , resulting in ultra-ne Sc2O3 powder with good dispersion. Transpar-
ent ceramics obtained had in-line transmittance of 56-58 % in the visible. After
trying several other precipitation methods, Li, et al.[116] obtained the best re-
sults by precipitating the basic sulfate, Sc(OH)SO4·2H2O, by mixing a 0.4 M
scandium nitrate solution and an equi-volume solution of ammonium sulfate.
The precipitate was washed repeatedly with distilled water until free SO
2−
4 was
no longer detected with Ba(NO3)2. The powder was calcined at 1000 , and
was quite transparent after vacuum sintering at 1700. The urea precipitation
method discussed above, followed by slip casting and vacuum sintering at 1700
 for 5 hours, was used by Lu, et al.[117], who showed that the spectral prop-
erties of Yb:Sc2O3 are quite similar to those of Yb:Y2O3, and produced a laser
output of 0.4W.
2.4.5 Laser quality ceramic lutetia, Lu2O3
Lutetia is also similar to yttria both in crystal structure and chemistry. However,
the lutetium ion is very close to Yb in both size and mass, so that the addition
of Yb has little eect on the thermal conductivity. This gives Yb-doped lutetia
the highest thermal conductivity of any of the oxide laser materials. Lu et
al.[118] fabricated Nd:Lu2O3 using the urea process and demonstrated laser
action. The spectroscopy is very close to Nd:Y2O3 with just a small shift,
approximately 1.5 nm, due to the dierent crystal eld and slightly narrower
line widths. Kaminski et al.[119] demonstrated ecient lasing using Yb:Lu2O3
ceramic samples presumably obtained using the same urea process. They also
analyzed phonon transmission and scattering at grain boundaries using the heat-
pulse technique at liquid helium temperatures.
2.4.6 Recent work on uoride laser ceramics
Fluorides have certain advantages as laser gain media due to their large band
gap and low non-linear optical coecients, high quantum eciency due to low
phonon coupling and relatively low-energy phonons, and long rare-earth laser
lifetimes. These advantages must be traded against diculties in sintering trans-
parent uoride ceramics. Fluorides may be contaminated by water or oxygen
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impurities from the air, and are typically puried under uorine or anhydrous
hydrouoric acid. Fluorides also cannot be slip cast. Also, although they sinter
at lower temperatures than oxides, they have a signicant vapor pressure at sin-
tering temperatures and so cannot be vacuum sintered without a loss of much
of the material. Recently Aubry et al.[107] reported on the synthesis of ceramic
CaF2 powder via several techniques to prepare the starting powders, including
reverse micelle precipitation, hydrouoric acid precipitation, and mechanical al-
loying of crushed single crystals. All three methods produced a powder that was
phase pure by X-ray diraction, but sintering revealed traces of zirconia in the
powder prepared by mechanical milling and organic impurities in the reverse
micelle samples. Translucent parts were fabricated using uniaxial hot-pressing,
spark-plasma sintering and vacuum sintering followed by HIPing.
T. T. Basiev et al.[107] reported on ceramics and single crystals of a solid
solution, Yb
3+
:(1-x)CaF2-(x)SrF2 (x = 5at%). They argue that, being near
a eutectic composition of ~25% SrF2, this solid solution can have better crys-
tallinity, higher pump light absorption, and narrower spectral peaks. They
report 0.9 % /cm loss in the ceramic sample and laser slope eciency ~80 %
that of the single crystal.
2.4.7 Laser quality ceramic zinc selenide, ZnSe
Cr2+:ZnSe ceramics were recently prepared by mixing CVD ZnSe and CrSe (1
at %) and hot pressing. Eciencies of 10, 5 and 3 % were achieved for low and
high doping densities. This materials system potentially oers tunable mid-IR
laser light[120].
2.5 Engineered laser ceramics (2005-present)
Perhaps the most exciting advantage of transparent ceramics for the laser de-
signer is the ability to tailor ceramics to meet the needs of the laser.
2.5.1 Co-sintered parts
Composites have been fairly recently fabricated by bonding partially-sintered
ceramics. The approach is to partially sinter several parts, then polish the sides
to be bonded to λ/10 atness, with no defects under 10× magnication. The
parts are then placed in contact and held under pressure during the next sinter-
ing step. Konoshima has successfully used this technique to produce Nd:YAG
ampliers clad in pure YAG. Kracht et al.[121] designed a composite cylindrical
rod in which only the core was doped. The cladding internally reected pump
light and distributed it uniformly over the doped region. The rod and cladding
also served as a thermally self-focusing wave guide. The design was modeled
and optimized for optical absorption eciency using a ray tracing code. With
water cooling of the outside of the rod and 290 W of input power, they were
able to achieve 144 W of output power, for a 64 % optical-to-optical eciency.
Strasser[122] showed that beam clipping at the aperture could be avoided by
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the use of undoped cladding, using core-doped rods by Konoshima in a side-
pumped conguration. Dong et al.[123] co-sintered a short rod of Cr
4+
:YAG
to Yb
3+
:YAG to produce a single-piece Q-switched laser with a pulse energy of
125 mJ, a pulse width of 1.2 ns, and a repetition rate of 105 kHz.
2.5.2 Engineered green structure
Tailoring the powder compact before sintering would allow considerable addi-
tional exibility in design of monolithic transparent parts. For example, a con-
centration gradient of Nd in YAG can be achieved by cold-pressing successive
layers of powder with dierent concentrations of dopants[107].
Wisdom[124] identies four potential design goals for activator prole tai-
loring, each with progressively less-stringent requirements for prole control:
Longitudinal mode control, wave guide construction, thermal management, and
transverse mode control.
Longitudinal mode control would strive to selectively amplify certain modes
of oscillation, with heavier doping at the peaks of standing waves, and lighter
doping at the nodes. To reap the full benets of such a tailoring strategy would
require doping to be controlled with a spatial accuracy ner than the wavelength
of emitted radiation.
Wave guides could be constructed by exploiting the eect of activator doping
upon refractive index, with the goal of conning light to a thin layer for more
ecient amplication. This requires composition control at a length scale on
the order of one wavelength, or slightly larger.
Thermal management of end-pumped rods could be accomplished by bal-
ancing the active material's absorption to the expected intensity of pump light.
This would allow for uniform heating of the rod, even as dierent portions of it
are exposed to dierent amounts of energy. This improved uniformity of ther-
mal load would reduce the risk of thermal shock. This strategy calls for control
of ion concentrations and gradients on a length scale of several millimeters.
Lastly, large aperture slabs may benet from transverse mode control, which
would be accomplished in much the same way as longitudinal mode control.
However, the length scale of intended transverse modes is several orders of mag-
nitude greater, allowing this goal to be met even if doping can only be controlled
on a length scale of centimeters. One laser application seems particularly well
suited to this strategy: edge-pumped amplier slabs. A uniformly-doped slab
will absorb more pump light at its edges than at its center, since the pump light
will be dimmed by its passage through the material. This means that the edges
of such a slab recieve the most pump energy, energy that is wasted amplifying
the edges of the beam. If tailored ceramics can be made with well-controlled
concentration gradients, then edge-pumped amplier slabs can be made so that
each point absorbs only as much pump light as is needed to amplify that portion
of the beam by the desired amount.
Wisdom fabricated a waveguide structure by reactive sintering, with higher-
index Nd:YAG sandwiched between lower-index undoped YAG ceramics. His
design called for a 400 µm wide doped region, which was predicted to be achiev-
19
able based on the bulk diusivity of Nd in YAG. However, the observed Nd dif-
fusion distance was approximately 250 µm. Additionally, some regions showed
pronounced dierences between the Nd concentration near grain boundaries and
that near the center of grains, which indicates the action of a high-mobility path.
He attributed this rapid diusion to the presence of transient phases that had
not yet fully reacted to form YAG, based partly on the observation that a much
lower diusivity is observed during the nal stage of sintering: samples sintered
for 10 hours, 50 hours, and 125 hours showed identical concentration proles.
Messing[107] presented a similar idea, using tape casting to build up lay-
ers of dierent concentrations of Er:YAG as a means of thermal management.
Each layer is ~100 micrometers in thickness. These initial eorts have shown
promising optical quality. The Er diusion distance was on the order of 0.2 mm,
and, as for Wisdom, some non-uniformity of concentration was observed when
mapping uorescence[124].
2.5.3 Single crystal growth in polycrystalline ceramics
Scott et al.[125] rst observed "solid-state crystal conversion" (SSCC) in Lucalox
grade polycrystalline alumina with low MgO concentration. He showed that
≈
1
3 of a PCA tube with an OD of 5 mm could be converted to sapphire by
soaking at 1880for 18 hrs. In an article discussing a number of experiments in
engineering transparent ceramics for lasers, Ikesue111 discusses the conversion
of ceramic YAG to a single crystal by polishing both a ceramic and a single
crystal, putting them in contact and soaking at high temperature. Abnormal
grain growth reached 1.7 mm/h at 1840. The importance of this work is that
an optical-quality single crystal is obtained, and one can produce a Nd:YAG
single crystal with heavier doping than is possible by melt-growth methods such
as Cz.
3 Atomic mobility in YAG ceramics
The wide range of applications for YAG have prompted many investigations of
diusion in this particular material. Also,
3.1 Microstructure evolution during sintering
Several models for sintering have been devised, both analytical and numerical.
All models begin with the minimization of surface and interfacial energies as
the driving force for sintering, and go on to outline mechanisms for material
transport, such as evaporation and condensation, viscous ow, and bulk diu-
sion. While a complete discussion of this subject is beyond the scope of this
prospectus, some examples have been important in shaping the goals of this
research.
Analytical sintering models generally separate the process into three stages,
illustrated schematically in gure 4. In the rst stage, the contact area between
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any two grains is too narrow to allow any coarsening. In the second, some
coarsening occurs, as tube-shaped pores continue to shrink. In the nal stage,
isolated pores with a roughly spherical shape continue to shrink, especially if
they remain near grain boundaries[10].
Figure 4: Schematic illustration of the three stages of sintering: (a) tangential
contact between powder grains (b) neck growth; rst-stage sintering (c) tube-
shaped porosity (white); second-stage sintering (d) isolated tetrahedral pores;
nal-stage sintering. From Coble[10].
Coble[10, 7] tested a wide variety of analytical models against the observed
behavior of alumina, and found that the functional dependence of density and
grain size as a function of time were consistent with the model of Kingery
and Berg[126], in which a bulk diusion mechanism controls the early stages
of sintering, and with the work of Burke[9], which strongly suggested that pore
closure during the nal stage of sintering depends upon bulk diusion from grain
boundaries to pores. As mentioned in section 2.1, this theoretical understanding
developed along with a practical technique: Coble's strategy of preventing grains
from enveloping pores allowed the rst commerical applications of transparent
ceramics[6].
These models, however, assume a uniform initial grain size, and a periodic
arrangement of particles and voids, which limits their predictive power. More
realistic microstructures can be modeled using kinetic Monte Carlo techniques.
These models give plausible coarsening and densication behavior for nal stage
sintering, and generate plots of grain boundaries that resemble experimentally-
observed microstructures, given realistic rates of grain boundary migration, sur-
face diusion, and diusion from grain boundaries to pores[127, 128].
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3.2 Grain boundary grooving in YAG: First and second
stage sitnering
In the rst two stages of sintering, as described by Coble, a single continuous
void percolates through the entire sample. This void shrinks as material is
transported to it from grain boundaries. The end of the second stage of sintering
is marked by the closure of pores, which is expected after a shrinkage of 6% ~
10%[8].
The work of Peters and Reimanis[129] measured the rate of material trans-
port between grain boundaries and free surfaces which intersect those grain
boundaries. This is the same condition expected during rst and second stage
sintering. They conclude that the controlling mechanism in grain boundary
grooving of YAG is bulk diusion of oxygen. They observed an activation energy
of 330± 75kJ/mole for diusion from grain boundaries to nearby surface sites,
which is consistent with results from oxygen tracer studies[130]. Since Y trans-
port does not control this process, as would be expected from its much lower
bulk diusivity rate, they conclude that Y transport during grain-boundary
grooving operates by some more-rapid mechanism, such as surface diusion.
3.3 Rare earth ion diusion in YAG: Final stage sintering
During the nal stage of sintering, pores will cease to connect distant grains,
and so the available routes for diusion are expected to be grain boundaries and
grain interiors.
The diusion of RE elements in single-crystal YAG was studied by Cherniak[131]
as a stand-in for Y tracer diusion. His results are summarized in gure 5. Dif-
fusion activation energies were similar for all RE elements studied. La, Nd, and
Yb activation energies varied systematically with ion size. For example, the dif-
fusivity of Nd was found to be D = 0.163 exp
(
(−576±15)kJ/mol
RT
)
m2/s and that
of Yb was found to be D = 0.015 exp
(
(−540±26)kJ/mol
RT
)
m2/s, with activation
energies simlar to that observed by Parthasarathy et al.[132] for Nbarro-Herring
creep. Both the diusivity that limits creep and the RE bulk diusion rates are
much lower than the measured diusivity of oxygen, or the expected rate for
aluminum. Since the ionic radii of Nd and Yb bracket that of Y, and all have
similar chemical properties, Cherniak argues that Y diusion kinetics are likely
similar to those observed for RE, and that Y transport limits the rate of creep.
The similar results for the diusion kinetics mentioned above suggest that
it may be relevant to discuss work on Yb diusion in the grain boundaries of
YAG, carried out by Jimenez-Melendo, Haneda, and Nozawa[133], as a means
of estimating Nd transport rates during nal stage sintering. This study showed
a bulk Yb diuisivity of
D = 0.087 exp
(
(−565± 85)kJ/mol
RT
)
m2/s
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Figure 5: Diusivity as a function of temperature for a variety of processes in
YAG and YIG. Of particular interest are RE and oxygen ion diusivities, and
creep rates. From Cherniak[131].
, which is comparable to Cherniak's results, as well as a grain boundary dif-
fuisivity of
D = 2100 exp
(
(−530± 190)kJ/mol
RT
)
m2/s
, given an average grain size of ≈ 2µm.
The resultsWisdom[124] obtained when sintering waveguide structures called
for investigation of diusion in single-phase YAG, and so he constructed diu-
sion couples by bonding together phase-pure YAG ceramics with 1 µm grains .
The results were not interpreted in terms of grain boundary diusivity directly,
but rather, in terms of κ. Given that κt0.3 = exp
(
EΛ
RT −A
)
, diusion couples
at three temperatures in the regime of negligible grain growth gave EΛ = 314
kJ/mol, and A = 21.22.
3.4 Interaction between sintering and solute diusion
It is important to note that dopant diusion is inuenced by microstructure.
Bulk diusion will be enhanced near pores due to an excess vacancy concentra-
tion
∆C =C0
γδ3
kT
(
1
ρ
)
, where C0is the vacancy concentration under a at surface, δ
3
is the volume of
a vacancy, and ρ is the reciprocal of the sum of the reciprocals of the minimum
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and maximum radius of the pore[8]. The ux of vacancies away from pores even-
tually causes them to close completely, ending their inuence on bulk diusion.
Similarly, extended surfaces and grain boundaries within a ceramic are unstable,
and their role as high-diusivity paths decreases as they are eliminated by the
action of sintering.
While the diusion of solute ions can drive grain boundary migration, such
an eect is observed much less often in bulk materials, in ceramic systems, and
in dilute solutions[134]. All three of these factors suggest that the eect of a
RE solute on sintering will be more subtle, and limited to the eect of local RE
concentration on material properties.
Part II
Experimental Program
4 Engineering goals
The ultimate goal of this research is to create new options for laser system
designers, oering them control over the placement of active species within
solid-state ampliers; a few notions of how to use this control are listed in
section 2.5.2. Achieving this goal would mean developing the eld of tailored
ceramics to the point that a ceramic green body can be formed such that it can
be sintered into a laser amplier with the active ion distributed according to a
practical design specication. This practical goal can be broken down into two
parts: the more fundamental goal of understanding solute mobility during the
sintering, and the process-centered goal of developing appropriate green body
fabrication techniques.
4.1 Choice of a model system
Neodymium-doped yttrium aluminum garnet (Nd:YAG) is well-studied as a
laser ceramic material. A wide variety of techniques for material synthesis and
sintering have been published, and high-quality powders are available commer-
cially, from several suppliers. Finally, YAG benets from a wide and deep body
of literature, allowing some predictions of dopant migration during sintering to
be made based on existing data.
Predicting the movement of Nd ions over the full course of sintering, how-
ever, will require some new data on the Nd:YAG system, and would benet
from an extension of the current knowledge of Nd diusion in partially-sintered
YAG. By contrast, appropriate fabrication techniques can be developed with
the benet of a well-developed understanding of ceramics processing and its
eect on transparency, but the challenge of controling dopant placement while
maintaining the excellent optical properties of state-of-the-art transparent ce-
ramics is expected to be dicult in practical terms. Fortunately, both goals can
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be met within the same set of experiments, as will be described in section 6.
Equally fortunately, each of these goals can be met independently of the other:
an experiment that fails to illuminate the process of diusion may result in a
sample of good optical quality, and an opaque sample may yield data that can
be generalized to predict the behavior of Nd in later, transparent samples.
4.2 Green body fabrication
Given an appropriate sintering method, transparent ceramic fabrication tech-
niques tend to fail by either producing a non-uniform green body in which the
larger pores fail to sinter away, by introducing impurities, or by causing errors
in stoichiometry.
The goal, therefore, is to nd a process which allows as much exibility as
possible in the placement of powders with dierent doping levels, without sacri-
cing purity or introducing variations in particle size or spacing. The competing
requirements of very uniform particle size and morphology, and, simultaneously,
a nonuniform dopant concentration, may ultimately require trade-os.
An additional goal is to produce green bodies with curved interfaces between
regions of dierent doping. The only methods that have been demonstrated so
far have produced planar interfaces; meeting this goal would oer laser designers
more exibility, particularly for eorts to control longitudinal modes.
4.3 Nd diusion
The relevant measurements of Nd diusion must cover a range of sintering con-
ditions, and explore a range of dierent mechanisms, in order to have any pre-
dictive value. The change in microstructure during sintering can be expected to
have important eects on ion mobility. By the same token, dierent methods for
producing transparent ceramics call for dierent initial conditions, which can
also be expected to aect mobility. An important goal is to gain understanding
that can be generalized to future fabrication methods with as little eort as
possible. Finally, a new understanding of the eects of processing conditions
will inform the choice of tailored ceramic fabrication techniques, and could allow
work at length scales that have previously been beyond reach.
Predictions of Nd diusion will require reliable values for surface diusion,
grain boundary diusion, and bulk diusion of Nd in YAG, each of which will
be applied to the model in turn, as well as a reliable description of the YAG mi-
crostructure at each stage of sintering. To be as general as possible, they should
be drawn from data on a wide variety of powder diameters and morphologies,
which spans the range of practical transparent ceramic precursors. There should
also be some eort to measure the eect of sintering additives, especially Si, on
diusivity.
It will be especially important to observe, and then predict, any change in the
dominant mechanism of diusion. For instance, the closure of pores at the end
of second-stage sintering is expected to mark a transition from conditions where
surface diusion can accomplish long-range material transport, to conditions
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where material must travel through grain boundaries or through the interiors
of grains; determining the amount of time required to reach this transition is
therefore expected to be an important part of this work.
4.3.1 Quantifying diusion for established procedures
Vacuum sintering of YAG green bodies, formed by slip casting or cold pressing,
is an established method for producing laser ceramics. An early goal in this
work will be to quantify the extent of Nd diusion during processes which have
already been shown to work.
Slip casting and cold pressing produce green bodies with dierent levels of
porosity; the former process tends to produce parts that are less dense, but
more uniform. In addition, some process call for intering additives; silicon-
bearing additives are commonly used for YAG. An immediate practical benet
would come from determining what changes in Nd diusivity can be expected
by the choice of green body fabrication technique and of whether or not to add
Si.
4.3.2 Exploring beyond established procedures
Techniques for transparent ceramic fabrication continue to improve, and so an-
other important goal is to develop more general knowledge, which can be applied
to future techniques. For instance, data on a wide range of initial particle sizes
may reveal a trend in particle size. Similarly, if green bodies from certain pro-
cesses tend to achieve closed porosity sooner than others due to the details of
initial pore structure, this could have a noticeable eect on surface diusion.
4.3.3 Crafting a numerical model
Microstructural evolution, such as coarsening, changes in pore morphology, and
densication, is an important part of any model of sintering. Changes in mi-
crostructure are the purpose of sintering, but it is also important to model the
microstructure over time because of its inuence on continued material trans-
port. If these same conditions could be used to predict Nd transport, based on
experimental data, then existing sintering models could be extended to include
active species diusion, to inform the design of green structure concentration
proles.
A major goal of this work is to provide reliable data for sintering models. The
complexity of realistic green bodies, and of the interactions between sintering
and rare earth diusion, are likely to limit the predictive power of any analytical
model, and so the goal is to provide parameters that would allow an accurate
numerical model. In the Nd:YAG system, such a model would need new data
on grain boundary diusion and surface diusion as a function of temperature,
on the eect of Si on Nd mobility, and on any eect Nd concentration may have
on sintering.
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Another important goal is to produce a working model from those data.
Kinetic Monte Carlo models were mentioned in section3.1, as one method ca-
pable of modeling microstructural changes. A model similar to the one used by
Hassold et al.[127] shows some promise, if it can be extended to include RE ion
diusion. Such models account for time in terms of the chance for microstruc-
tural change. Since the subject of the proposed work is really the relative rates
of Nd mobility and YAG mobility (i.e., how much Nd diusion occurs during
an entire sintering process), this way of handling time is well-suited to these
goals. The experimental data that will be available will provide simultaneous
data on microstructural change and Nd migration, which should help such a
model conform to reality.
5 Outstanding problems and un-answered ques-
tions
5.1 Challenges to transparent ceramic green-body tailor-
ing
Several techniques for producing functionally-graded ceramics are available, but
not many have been adapted to meet the demands of transparent ceramics.
There have been a few successes in fabricating of tailored transparent ceramic
green bodies, but the eld is still under development.
Diusion in transparent ceramics has usually only been considered as the
mechanism for sintering. With the advent of tailored laser ceramics, a non-
uniform distribution of activator ions is becoming a desirable option, and dif-
fusion must now be considered for its potential to re-arrange dopants in a way
that degrades laser performance. Some data are available on the diusion of
rare earth (RE) elements in YAG, but more study is needed before changes in
dopant concentration prole can be predicted with any condence.
A more complete understanding of diusion in laser ceramics would help this
development along. The unexpected broadening that prevented fabrication of a
working waveguide in the example form section2.5.2 illustrates the importance
of planning for the diusion of dopant ions. That eort took into account the
previously-mentioned comparative study of RE diusion in YAG[131], but did
not consider mechanisms beyond bulk diusion. The hypothesis of transient
phases as channels for rapid diusion is worth investigating, as are other rapid
diusion routes, including grain boundaries and, in the early stages of sintering,
free surfaces.
5.2 Limits of current knowledge
5.2.1 Diusion of Nd in YAG
In fact, none of the fast diusion paths for Nd mentioned in the previous section
has been studied thoroughly. Current knowledge about the diusion kinetics of
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Nd in YAG can be used to make the following tentative predictions.
Yb [133], which behaves similarly to Y and Nd in YAG monocrystals, has
a grain boundary diusivity on the order of 10−7cm2/s at 1700 , for YAG
with grains ≈ 1µm. Given a sintering time of 10 hours, and the unrealistic
assumption of constant grain size, this predicts a diusion distance on the order
of a few mm. While this is only a very rough estimate of Nd mobility, it suggests
that this mechanism is worth studying.
Grain boundary grooving results can be used to determine a lower limit for
the rate of surface diusion of Y: since it does not limit the rate of grain bound-
ary grooving, it must be much greater than the rate of oxygen diusion through
the bulk: 3.8 × 10−14cm2/s at 1700 [129]. However, direct measurements of
this process are not available.
Analytical models of sintering can be used to estimate the length of time
for which surface diusion will remain a viable path. Table 1 shows one such
estimate, based on the model of Kingery and Berg[126], transport rates from
Peters and Reimanis[129], and a conservative assumption that pores will close
after 10% linear shrinkage. Primary particle sizes were estimated using gure
6.
Table 1: Pore closure predictions for realistic diameters of YAG powder
Temperature ()
1700 1600 1500 1400 1300 1200
Grain size (nm) Time to pore closure (s)
240 3 13 42 130 400 1200
46 0.02 0.1 0.3 1 3 9
5.2.2 Fabrication methods
At the time of writing, three eorts to sinter tailored green bodies have been
presented: two at a conference[107] and one for a doctoral defense[124], but
these experiments measured concentration proles only in nished parts, either
because a measurement was chosen which relies on the transparency of fully-
sintered parts, or because the investigator was not concerned with diusion
during sintering. Concentration proles during earlier stages of sintering have
not been reported. Also, all three examples are of ceramics made by reactive
sintering. Rapid diusion in these systems is attributed by Wisdom to transient
phases, but no comparable experiments have been carried out on phase-pure
green bodies to test this hypothesis.
5.3 Toward a complete model
Measurements of diusion during the rst two stages of sintering, when a con-
tinuous network of pores permeates the ceramic body, will merit further study
if RE atom mobility along free surfaces is found to be signicantly greater than
mobility along grain boundaries or through individual grains.
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If earlier work on Yb diusion through YAG grain boundaries[133] can be
taken in lieu of measurements of Nd, grain boundaries may have been the route
for the observed behavior: during sintering at 1700  for 20 hours, a diusion
on the order of 1mm would be expected. Surface diusion is another possible
explanation. The early stages of sintering allow diusion along a free surface,
which is expected to be a rapid process based on grain boundary grooving
experiments. Without any comparison between diusion rates in the presence
and absence of open porosity, there is no way to answer this question directly.
If the analytical model used in section 5.2.1 applies, then surface diusion
will be active for a negligible time: pore closure would occur even before the
sample reached the sintering temperature. However, this model assumes a reg-
ular spacing of initial particles; larger-diameter voids could stay open longer.
Given the sensitivity of this process to both length scale and temperature, as il-
lustrated in Table 1, surface diusion may be an important mechanism for those
samples at the extremes of large initial particle size, non-uniform pore structure,
low initial density, low sintering temperature, and short sintering time.
6 Finding answers
Diusivity can be measured by fabricating diusion couples, sintering them for
a variety of times and temperatures, and then measuring the resulting concen-
tration proles. The expected sensitivity of this system to initial particle size
and green body morphology recommends that such an experiment include a
wide variety of powder sizes and green body fabrication techniques.
6.1 Obtaining powders
A wide variety of powders will be used in diusion couples, including commer-
cially available materials and oxides synthesized in-house.
Shin-Etsu oers a co-precipitated YAG powder with approximately 200nm
diameter, which has been slip-cast and sintered into highly-transparent ceram-
ics at LLNL. Nd-doped powder is not available from this supplier, and so a
mixed nitrate process has been developed to incorporate Nd into the mate-
rial. Neodymium nitrate (Rare Earth Products Ltd., A. R.) and aluminum
nitrates (Aldrich, 98+%) were dissolved in deionized water, with a ratio of three
Nd
3+
ions for every ve Al
3+
. This solution was then added to YAG powder
(Shin-Etsu lot RYAG-OCX-076), dried, and calcined to produce a mixed oxide.
X-ray diraction of the resulting powder showed no impurity phases after cal-
cination at 1650 , but some perovskite peaks when calcined to only 1000 .
Powders doped using this nitrate technique have been sintered to transparency.
For diusion couple studies, pure YAG powder with the same particle size and
morphology will be obtained by carrying out a similar nitrate process, using Y
in place of Nd.
Nanocerox uses ame-spray pyrolysis to produce YAG powder with a diame-
ter of approximately 50 nm. Powder from this supplier, doped with 0.6% Nd (Y
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site basis) and a proprietary Si-derived sintering aid, has been cold-pressed and
vacuum sintered at LLNL to produce working laser ampliers. This supplier
has agreed to provide powder with and without the sintering aid, both with and
without an optical doping of 1% Nd.
LLNL is also developing three co-precipitation synthesis methods for pro-
ducing YAG powder. One of these is being adapted from earlier, un-published
work on spinel. The other two methods are based on published procedures for
urea precipitation[135] and carbonate precipitation[97].
6.2 Producing green bodies
The parts sintered will include green bodies formed by a mix of well-developed
and novel techniques. As an experiment in diusion, this will give the results
wider applicability to future ceramic technology by including a variety of mor-
phologies. The eld of transparent ceramics tends to be circumscribed by en-
trenched practices until a radical advance disrupts the status quo, making wide
applicability of this kind relatively scarce. As an experiment in green body fab-
rication, it will oer the leeway to explore several promising techniques, with
samples fabricated via established techniques serving as a control. And even
those parts which are not sintered to transparency will produce valuable infor-
mation about Nd diusion.
Diusion couples will be fabricated in several morphologies. The rst mor-
phology to be studied will be a cylinder with a plane boundary parallel to its at
faces. This morphology is straightforward to produce by either cold pressing
or slip casting. The second will be a cylinder with a tube-shaped boundary
that is, ideally, a constant distance from the curved walls of the cylinder. This
latter morphology will more closely approximate a useful graded ceramic, and
the fact that the boundary will be perpendicular to the at, polished surfaces
will simplify optical measurements of doping in nished samples. Lastly, I
hope to create pseudo-plane-source samples using neodymium-aluminum gar-
net powder, in hopes of testing Jerey Wisdom's hypothesis about diusion in
secondary phases.
6.2.1 Established techniques
Slip casting is an established ceramic fabrication technique which has been suc-
cessfully applied to transparent ceramic fabrication[2, 136]. A gypsum mold is
lled with a slurry of ceramic particles in water (slip). These particles remain
in the mold as the water is drawn into the gypsum, creating a green body with
a continuous, percolating pore structure, as shown in gure 6 a).
Uniaxial cold pressing is also an established fabrication technique, in which
loose powder is loaded into a die, and pressure is applied with punches to
consolidate the material. Because gas can become trapped in the green body as
the powder is compressed, cold pressing for transparent ceramics is sometimes
carried out in a vacuum environment. A typical cold-pressed green body is
shown in gure 6 b).
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Figure 6: SEM images of ceramic green bodies. a) Slip cast Shin Etsu YAG
(lot RYAG-OCX-076), showing large pores and particles roughly 240 nm in
diameter. b) Cold pressed Nanocerox 0.6% Nd:YAG (lot 2LN290A), showing
close packing and particles roughly 46 nm in diameter.
These techniques have been used by the author to produce transparent struc-
tures with a uniform dopant concentration, and are the most likely to produce
transparent ceramics from green bodies with non-uniform Nd concentration.
6.2.2 Novel techniques
In the same vein as Messing's report of tape casting, green body fabrication
techniques will be employed which are new to transparent ceramics work.
Following earlier work within the group, I am revisiting the use of poly(ethylene
glycol) (PEG) as a binder, and at the same time beginning work on polystyrene
(PS). The intent with these binders is to dissolve the polymer in a solvent,
and produce a formable mixture that is approximately 3/8 ceramic powder, 3/8
polymer, and 1/4 solvent, by volume. The binders under study are both soluble
in n-methylpyrrolidinone (NMP), which has a moderately low vapor pressure
allowing ample time to form green bodies before the mixture hardens by evap-
oration. PEG has also been tested with both water and isopropyl alcohol as
solvents. The resulting mixtures can be formed with gloved hands, similar to
plastecine clay. Mixing and degassing were accomplished using a Thinky AR-250
centrifugal mixer.
In addition to working the material by hand, several other ceramic tech-
niques will be applied. Extrusion of mixtures like the ones discussed above
will be attempted using graphite dies. Previous attempts at extrusion resulted
in translucent samples, which was attributed to second-phase oxides, reaction
products of aluminum from die walls; contamination from graphite dies, by con-
trast, would burn away along with the polymer. Thinner mixtures, with more
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solvent and perhaps less binder, will be formed by such methods as tape casting,
and casting onto the walls of a rotating container.
Both kinds of binder have been found to burn out completely by ring green
bodies at 1000  in air, and vacuum sintering has produced translucent parts
with opaque regions. The full program of de-agglomeration and classication
procedures was not performed on the powder for these samples, and imple-
menting such procedures is expected to reduce the level of porosity in nished
parts.
In addition to working the material with gloved hands, several other ceramic
techniques will be applied. Extrusion of mixtures like the ones discussed above
will be attempted using graphite dies. Previous attempts at extrusion resulted
in translucent samples, which was attributed to second-phase oxides, reaction
products of aluminum from die walls; contamination from graphite dies, by
contrast, would burn away along with the polymer. Thinner mixtures, with
more solvent and perhaps less binder, will be formed by such methods as tape
casting, and casting onto the walls of a rotating mold.
Diusion couples will be fabricated in several morphologies. The rst
morphology to be studied will be a cylinder with a plane boundary parallel to
its at faces. This morphology is straightforward to produce by either cold
pressing or slip casting. If early diusion results are promising, a waveguide
structure will be attempted, using a thin layer of doped material sandwiched
between undoped material. Novel fabrication techniques will be used to produce
another shape of diusion couple, a cylinder with a tube-shaped boundary that
is, ideally, a constant distance from the curved walls of the cylinder. This
latter morphology will more closely approximate a useful graded ceramic, and
the fact that the boundary will be perpendicular to the at, polished surfaces
will simplify optical measurements of doping in nished samples.
6.3 Sintering samples
Several duplicates of each morphology will be fabricated. One of each will
be chosen at random and sintered according to established time and tempera-
ture proles for transparent YAG. The remaining green bodies will be cleaved,
allowing multiple arrested sintering experiments to be run with each. SEM
and EDS examination of a representative sample will determine green body
microstructure and initial doping prole.
Cleaved samples will then be systematically assigned to sintering times and
temperatures, so that a mix of fabrication techniques and doping proles are
represented at each temperature. The samples will then be sintered in no
particular order, according to a randomly generated set of numbers.
6.4 Measuring microstructure
Sintered samples will be ground and polished to allow SEM observation. At
this point, EDS measurements will determine the extent of diusion in each
sample. In fully-sintered samples, optical microscopy may be appropriate,
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and thermal etching of the surface may be necessary in order to reveal grain
structure. It may also be possible to collaborate with Stanford to use their
apparatus for stimulated-emission measurements of Nd concentration.
Stereology will be used to ensure meaningful and statistically signicant
measurements of grain size and surface area.
6.5 Measuring concentration
While examining sintered parts with an SEM, a rough Nd prole can be obtained
using energy dispersive spectrometry. Preliminary results suggest that EDS will
not be suciently sensitive to detect the low Nd concentrations far from the
diusion couple, and so more detailed proles will be measured by SIMS, or by
optical uorescence.
6.6 Interpreting diusion results
6.6.1 Diusivity
Concentration proles measured will resemble those obtained by Jimenez-Melendo,
Haneda, and Nozawa[133], with a form that reects the inuence of bulk dif-
fusion at low distances from the diusion couple, transitioning to a form that
reects fast diusion at larger distances. The concentration prole expected
due to surface diusion is similar to the prole expected due to grain boundary
diusion, with a functional dependence on distance of exp
(
x6/5/b
)
. In cases
where three mechanisms are active, it is often possible to measure all three on
a single curve[137].
6.6.2 Mechanism change
Diusion proles obtained before and after pore closure will be used to dieren-
tiate between surface and grain boundary diusion. If surface diusion is found
to be the dominant mechanism, then proles will change very slowly after pores
close.
If the analytical models used in
7 Solving problems
In parallel with the eort to answer basic questions about diusion, this work
intends to produce results of practical value, as well. After the initial run of
diusion couples has been sintered, the various processing techniques can be
evaluated based on the quality of samples produced. Samples will be polished,
and their optical properties characterized. Some methods can be abandoned,
and the processes that remain can be improved, with the goal of obtaining
laser-quality parts.
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7.1 Optical characterization
A Perkin-Elmer Lambda 9 UV-VIS-NIR spectrophotometer is used for prelim-
inary characterization of transparent samples. Absorption peaks are useful for
estimating the average optical doping of the sample, and would reveal any con-
tamination by colored ions. A broad reduction in transmission that is almost
independent of wavelength indicates scattering; however, bulk scattering that
does not exceed a few percent can escape notice due to surface reections and
surface scattering.
Figure 7 shows optical transmission curves for some transparent ceramic
samples fabricated at LLNL. SCSE 70 and 71 are un-doped samples, from slip-
cast green bodies made with precipitated powder, similar to the one shown in
gure 6 a). JDK-III-93 A and B are 0.6% Nd:YAG samples from cold-pressed
green bodies made with FSP powder, similar to the oneshown in gure 6 b).
Figure 7: In-line transmission curves of 0.6% Nd:YAG cold-pressed samples
after vacuum sintering and HIP, and 1% Nd:YAG single crystal.
7.2 Laser testing
The most transparent samples are placed in a laser cavity, at the Brewster
angle, and pumped with 808nm laser diode light. The threshold pump power
for oscillation and the slope eciency of a sample is measured for each of several
dierent output couplers. These data are used as a very sensitive measurement
of losses. An example is shown in gure 8. With an 80% output coupler, the
slope eciency is the same for all three samples. Iin a cavity with a 95% output
coupler, the scattering of these ceramic samples shows itself as a lower slope
eciency, because laser light passes through the amplier more times before
exiting the cavity, and has more opportunities to scatter.
7.3 Numerical modeling
Molecular dynamics (MD) simulations are being developed by George Gilmer. Cur-
rently, he is working on the relatively simple structure of Y2O3, doing three-
particle sintering simulations that should oer insight into the mechanisms of
34
Figure 8: Laser output power versus optical pumping power for laser ceramic
samples produced at LLNL.
sintering for nanometer-scale powders. The results of such simulations will also
contain predictions for surface and grain-boundary diusivity.
MD will also be useful in predicting the jump frequency for ions in several
dierent situations within the bulk, for use in analytical rst-principles calcula-
tions of diusivity.
Kinetic Monte Carlo simulations will also be carried out, using experimental
rates of diusion and grain growth to model changes in microstructure and Nd
3+
ion diusion.
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